
We recommend that you do a preliminary dry fitting of the 
stone veneer to allow for arrangements and orientations 
of the individual sheets, patterns, textures and colours 
before final placement. Time spent preparing the work 
area will pay off immensely. It is recommended that 
each sheet be dry fit exactly where it will be placed 
on surfaces. Numbering the sheets to track relocation 
before cutting and trimming is recommended and will 
save time. 

Temporarily place a small piece of the lighting and stone in situ to make sure 
the light is defused evenly. If the lights are placed to close to the stone this 
may cause light spotting.
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LED LIGHTING
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INSTALLATION GUIDE

LED strips can be placed around the side of the application 
hidden by a wooden batten or frame. We recommend a 
gap of 200mm between the light and stone if you are 
only using led strips. If your distance has to be reduced 
you can also use led panels,  8mm deep and available in 
various sizes and colours. 

The  600  x 600 x 8mm is a cost effective size to purchase.  
To cover a 2440 x 1220mm sheet you would need 8 600 
x 600 panels or they can be evenly spaced out to fit the 
shape of your application.

  Adhesive     Masking Tape      Serrated Trowel        Stone Sealant      Sandpaper 
    Dry cloths      Stone Cleaner      Cutting Tools       Tape Measure      Spirit Level        

LED panels      Perspex Sheets

We would recommend to use a 5m clear perspex sheet 
with the translucent stone which offers strength and 
rigidness to the stone. The perspex can be screwed 
into the wooden battens or frames and then glue the 
translucent sheets onto the perspex using a clear flexible 
adhesive. (Soudal Crystal clear)

Cutting straight lines and curves is best done using a 
stone cutter with a diamond blade, tile cutters, jigsaw or 
angle grinder. We would recommend wearing goggles 
and a mask.

A clear flexible adhesive is recommended for use with 
Easyfit Stone Veneer Translucent. Soudal Fix ALL Crystal 
is a flexible adhesive that does not show through the 
translucent stone. 
www.qlainteriors.co.uk/adhesives-sealants

The sheets can be butted up together and will create 
a similar look to a wallpaper line, a joint paste or grout 
can be used to run over the join giving a more traditional 
stone look. 

Masking tape each side of the stone up before applying 
the joint paste and then remove the tape immediately 
before it sets.

Adhere the short side of stone on first then the large 
sheet with an overlap of 2mm, masking tape the sheets 
together to support them and down the edges. Once 
the adhesive is set, sand at a 45 degree angle to get a 
smooth finish. Joint paste can be used to fill any uneven 
texture.

The first coat of sealant should be applied prior to 
application to help protect the stone from adhesives and 
grouts during installation. Further coats to be applied 
when installed, this will help protect the stone against 
oils, grease, limescale and UV protection.
QLA Interiors recommends Aquatect water based 
sealant, made for use with Easyfit Stone. 

Consideration and planning must be taken when installing the translucent 
stone to be able to get to the leds should they need changing in the future.
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www.qlainteriors.co.uk/installation-accessories


